


Part Description
Quantity (by Model #)

1523 1524 1526 1533 1534 1536 1543 1544 1546

A Adjustable Shelf (attached) 4 4 5 4 4 5 4 4 5

B Shelf Bracket (inserted) 16 16 20 16 16 20 16 16 20

C #6 x 1/2" Undercut Screw 
(inserted) 16 16 20 16 16 20 16 16 20

D Top Assembly (attached) 1

G #8 x 1" Pan Head Screw 
(inserted) 8 8 8 8 8 8 10 10 10

H Nylon Insert (inserted) 4

I Small Adjustable Glide 
(installed) 4

J #8 x 1-1/4” Pan Head 
Screw (inserted) 13 22 22 13 22 22 13 22 22

TB Bookcase Tipping Restraint (attached) 1
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McKenzie Alder Bookcase Program — Parts List
Before you begin to assemble this unit, identify each part and  
make sure the quantities received match what is on this list.  

Bookcase Finish
Please note the finish of the bookcase for replacement part orders.

Bookcase finish options are subject to change.

Glazed
Antique
Cherry

Hazelnut

S

Paint

Two-Tone

tain

Natural 
Alder

Snowbound
SW 7004

Snowbound
SW 7004

Natural Alder

Fieldstone

Aged White
SW 9180

Aged White
SW 9180

Natural Alder

Silverplate
SW 7649

Silverplate
SW 7649

Natural Alder

Tricorn Black
SW 6258

Tricorn Black
SW 6258

Natural Alder

GAC CAF FST HAZ

SN AW SL TB

SNN AWN SLN TBN

NA
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McKenzie Alder Bookcase
Assembly Instructions

Tools Required: Phillips Screwdriver, Pencil, Rubber Mallet or Padded Hammer

Fig. 1
Fig. 1a

B

C

1524 Shown

A

A

D

A

A

2. Place bookcase at your desired location. Level the unit using the
Adjustable Glides (I) located on the bottom of the unit. See Figure 1.

 

Continued on Page 4

I

To move the adjustable shelves:
1. Determine where you want to place the Adjustable Shelves (A). Remove the #6 x 1/2" Undercut 

Screw (C) from the underside of the shelf and take out the Shelf and Shelf Brackets (B). Insert the 
Shelf Brackets (flat side down) into the four different holes and insert the shelf. You may secure 
them by inserting #6 x 1/2" Undercut screws. See Figure 1a
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Bookcase Tipping Restraint Instructions 
Before you begin this assembly, identify each part and make sure the quantities received match what is on this 
list. If you need to replace a part, contact Whittier Wood Furniture customer service and refer to the following 

list for its name and letter code. 

Part Description Quantity 

A  Cam Buckle and Short Strap (installed) 1 

B Plastic Bracket (installed) 1

C  1" x 1000mm Long Strap (installed) 1 

D #8 x 3" Pan Head Screw 2

F Washer (installed) 1 

G #8 x 5/8" Pan Head Screw 
2

(1 inserted) 

H #8 x 1-1/4" Pan Head Screw 1

I “L” Angle Bracket 1

If you have a stone or tile floor or do not wish to drive screws into the corner of the baseboard 
and floor see the instruction included inside the tipping restraint kit for an alternate installation.
3.

Fig. 3 

D x 2 

Fig. 3a Wall

Floor

D

Floor
Baseboard 

Decide where you want to place the bookcase in your room. Mark the baseboard with a pencil 
mark directly behind the location where the tipping restraint is attached to your item.  Move the 
item away from the wall far enough to allow you to access the spot where the baseboard meets 
the floor.  Position the straps and Plastic Bracket (B) as shown in Figures 3 and 3a with the 
angled corners of the Plastic Bracket (B) firmly placed against the seam of the baseboard and 
floor.  Attach by driving #8 x 3" Pan Head Screws (D) through the holes in the Plastic Bracket (B) 
into the seam below the baseboard where it meets the floor.  See Figures 3 and 3a.
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Move the item back into position against the wall and reach underneath the bookcase to grasp 
the loop in the free end of the strap. Pull the free end of the strap until portion between the Cam 
Buckle (A) and the bottom of the item is tight.  See Figures 4 and 4a. If you need to move the 
bookcase reach beneath and locate the buckle which connects the two sections of the strap and 
depress the release lever, then pull on the section of strap that is between the buckle and the 
bottom of the furniture until there is enough slack to allow you to pull the item away from the wall.

4.

Fig. 4a 

Fig. 4

Wall

Floor

C


