
P.O. Box 2827 
Eugene, OR 97402 USA

Production Code: 

4/17

1554AUF

1556AUF

1553AUF

Assembly Instructions

DESIGN SUBJECT TO CHANGE WITHOUT NOTICE.

Thank you for allowing us to help you furnish your
home. We are certain you will be delighted with 
your new furniture for many years to come. 

48"W AUF McKenzie Alder Bookcases: 
60"- 84"H 
Ready to Finish

 WARNING 
Serious or fatal crushing injuries can occur from furniture tip-over. Use of 
tip-over restraints may only reduce but not eliminate the risk of tip-over. 
To help prevent tip-over: 
• Place heaviest items in the bottom shelves.
• Unless specifically designed to accommodate, do not set TVs or other 

heavy objects on top of this product. 
• Never allow children to climb or hang on drawers, doors or shelves. 
• Never open more than one drawer at a time. 
Warning: At least one tipping restraint kit was included with your piece of 
Whittier Wood Furniture. When you receive your furniture, be sure to find 
and properly install the tipping restraint(s). If you cannot locate the 
restraint(s), please contact us immediately for replacement. 

Drilling, sawing, sanding or machining wood products can expose you to 
wood dust, a substance known to the state of California to cause cancer. 
Avoid inhaling wood dust or use a dust mask or other safeguards for 
personal protection. 

For more information go to: www.p65warnings.ca.gov/wood 

This product can expose you to chemicals, including formaldehyde, 
which are known to the State of California to cause cancer. 
For more information go to: www.p65warnings.ca.gov/furniture 
 
 

 CUSTOMER SERVICE 
If you ever have questions about your furniture, please do not hesitate to contact us. In the unlikely event you need a 
replacement part; we can make those parts available through an authorized Whittier Wood Furniture dealer. If you 
cannot order replacement parts through your dealer, please contact our customer service department. 

Hours: Our friendly customer service staff can be reached: 
Monday-Friday 8:00 a.m. to 5:00 p.m. (Pacific Time). 

You may leave a message 24 hours a day, seven days a week. 

Customer Service: 800-653-3336 • Outside the U.S.: 541-687-0213 
 Fax: 541-687-2060• Email: info@whittierwood.com 

48" x 72"

48" x 84"

Model #

Model #

48" x 60"

• Before
and Finishing Hints.

 you begin your project, completely read the Assembly Instructions

• Periodically inspect your furniture for any loose glue joints, screws or 
any other problem that might affect the stability of your furniture. 
Tighten or repair as needed. 

IMPORTANT NOTES: 
•  For
• This assembly requires two people.

 normal household use only. Not recommended for commercial use. 
•  Do not climb, sit or stand on this piece of furniture.
•  Do not overload the shelves. 
•  Unload items before you move this unit. 
•  Before you load or move this unit, tighten all screws and supports.
•  For maximum stability, attach unit to the wall using the enclosed 

hardware as per instructions and supports. 
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Preparing the surface 
1. Sand each piece with #220 grit sandpaper. Sand with 

the grain of the wood on flat surfaces and opposite the 
grain on turnings. Some parts may be plywood. Be 
careful not to sand through the veneer. End grain such 
as table top ends, seat edges and grooves on turnings 
accept more stain. Extra sanding in these areas with 
#320 grit sandpaper reduces stain absorption and 
creates a more evenly stained piece. 
 

2. When sanding is completed, wipe the surface of your 
furniture with a lint-free rag or tack cloth. Make sure the 
item is free of dust before you proceed. 
 

Staining 
1. Always read and follow all label directions. Stir the 

stain well before you start. Stir periodically throughout 
the duration of the project to maintain uniform color 
consistency. 
 

2. Test stain on an inconspicuous spot on your project. 
Put at least one coat of your top coat over the test area 
as it also affects the look of the stain. Test every type 
of wood that is in your kit. These are identified in the 
Assembly Instructions.  Different types of wood may 
react differently to the stain color. You might need to 
add a second coat of stain to lighter woods to match 
the darker woods in your kit. 
 

3. Apply stain with a poly brush or lint-free cloth. Apply 
stain over a small area and wipe off excess. Working in 
small areas will make the color easier to control. 
 

4. Cotton swabs are ideal for hard to reach areas. 
 

5. Allow the stain to dry thoroughly before you proceed. 
 
Applying the top coat 
1. Always read and follow all label directions. Stir your top 

coat gently; do not shake. Shaking the can creates 
bubbles that are hard to remove. 
 

2. All surfaces including the underside of table tops and 
inside drawers must be sealed with at least one layer 
of a top coat. This will help minimize wood swelling, 
shrinkage, warping and cupping due to changes in 
moisture content or temperature. 
 

3. Apply a minimum of two coats when you use 
polyurethane or varnish (especially on all table top and 
work surfaces).  After allowing the first coat to dry, 
sand lightly with #320 grit sandpaper. Remove dust 
with a lint-free rag or tack cloth. For added protection, 

apply additional coats. Lightly sand and wipe surface 
with a lint-free rag or tack cloth between coats.  
 

4. Some finishes tend to slightly raise the grain. This can 
be easily controlled with a light sanding between coats. 
Do not use steel wool when you use water-based 
finishes. Strands of steel fiber caught in the wood can 
cause rust spots when coated with any water-based 
product. 
 

Painting 
1. Always read and follow all label directions. Since there 

is a large variation between paint manufacturers and 
products, ask your paint supplier for specific advice on 
how to best use the paint you purchase. Ask them 
specifically for advice on finishing bare wood. 
 

2. First coat the wood with a primer. An oil based primer 
works best for a smooth finish. If you do not wish to 
use a solvent based primer, water based primer works 
almost as well. However it may raise the wood grain 
and require additional sanding. 
 

3. Buy quality brand paint in a satin, semi-gloss, or gloss 
sheen. Apply a second coat for a smooth finish. Lightly 
sand between coats using with #320 grit sandpaper so 
that the second coat will bond well. Be sure to use a 
tack cloth after sanding to remove any residue. Repeat 
as desired. 
 

4.  No top coat is required when using paint. 
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